TYPE OF PRODIUEHE

GLASS BEADS

Glass Beads are commonly used for automotive restoration,
polishing of castings, stainless steel fabrication, and light
deburring of precision parts. Glass Beads are most commonly
used in abrasive blast cabinets. Its round shape gently cleans
metal parts, leaving a smooth, polished or matte finish.

PHYSICAL CHARACTERISTICS

Shape : Spherical
Hardness : 5.0-6.0Mohs
CHEMICAL COMPOSITION Bulk Density : B0 -90Ibs/cu.ft
_ B _ Specific Gravity : 2.5g/cc
Sodalime glass composition ercentage Free Silica . No Free Silica
SiD, 7010 75 % Color : Clear Glass
Nazﬂ 121015 % Angular particles : Maximum 3% in number
K.0 < 1,5%
rd ]
TECHNICAL DATA
G o2 % Specifi igh 2.3-26q9/cm3
pecific weight : approx. 2.3-2.6 g/cm
g <5% Bulk weight . approx.1.4-1.7kg /1
Fe,0, <05% Hardness by Mohs @ approx. 6-7
ALO, <25% by Vickers : approx. 466 — 495 HY
S0 <05% by Rockwell : approx. 46 — 48 HRC
2 ! Colour . measured with Zehntner reflectometer

according to DIN 55984, IS0 6504 and ASTM E97

GB10  GB11  GB12
Designation B C AA D AB AC AD AE AG AH
Microns | 425-600| 250-425 | 2712-425 | 212-300 | 180-300 | 125250 | 106-212 | 90-150 53-106 4590 <53

Inch{.oo1#) | .016-.023 | .009-.016 | .008-.016 | .008-.011 |.007-.011 | .005-.010 | .004-.008 | .003-.006 | .002-.004 | .001-.003 | <.002

Grade MIL-3 MIL-5 MIL-6 MIL-9 MIL-10 MIL-11 MIL-12

Microns | 850-600| 600-425 | 425-300 | 300-212 | 250180 | 212-150 | 180-125 | 150-90 12575 106-63 90-45
Inch{.00+ | .033-.023 | .023-.016 | .016-.012| .012-.018 | .010-.007 | .008-.006 | .007-.005 |.006-.0035| .005-.003 | .004-.002 |.0035-.001

PACKAGING

Paper bag (polyethylene inner)
Comparative Peening Intensities(.001%) 0.015A | 0.010A | 0.015N | 0.011TN | 0.005N | Metweight: 25 kg.

GEB 11 GE13

Cleaning Speed Medium ADVANTAGES

Breakdown Rate Approx 3 - 5% per cycle Low Dusting
Recyclability
Application Flexibility

SIEVING RANGE Smooth Finish
% of beads retained % of beads passing

355 99-100 0

300 _ 90-100 | 0-10

180 0-10 90-100
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Dubai Investment Park 2
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